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1. Download MAC CUPS driver in BIXOLON website. 

 

2. Search and execute the terminal program. 

 

 
 

3. Login to the root account. 

 

 
 

3-1. If the root account is disabled, enable the root account using “dsenableroot” command. 
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4. Once driver download is completed, execute the terminal and type  

“cd /Users/dwlee/Downloads” to move to ‘Downloads folder ’.  

 

 
 

5. Type “ls” and click the ‘Enter button’ to check driver file downloaded.   

 

 
 

6. To extract the driver tgz file, type “tar xvf driver name” and click the ‘Enter button’.  
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7. Type “ls” after extracting the tgz file to check the driver folder.  

 

 
 

8. Type “cd driver folder name” and click ‘Enter button’ to move to driver folder.  

 

 
 

9. Type “ls” to check the driver.  
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10. Type “cd MAC10.x” and click ‘Enter button’ to move to folder of using MAC OS. 

 

 
 

11. Type “ls” to check the driver. 

 

 
 

  

12. Type “sh setup_vX.X.X.sh” and click ‘Enter button’ to install the driver.  

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Rev. 1.00 

13. After driver installation, “Install Complete” message will be showed. 

 

 
 

14. Type “cd/usr/lib/cups/filter” and click ‘Enter button’ to check if driver installation is 

completed correctly. 

 

 
 

15. Type “ls -l” and click ‘Enter button’.  
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16. Check if the driver file exists and driver version installed is the same as installation version.  
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17. Once printer driver is installed correctly, open the browser and type localhost:631.   

Then Go to Administration and Add Printer.  

 

 
 

18. When below message pops up, enter the ‘User Name’ and ‘Password’.  
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19. Printer can be found in Local Printers. Select the printer and click ‘Continue button’.  

(In case of Ethernet Interface, please refer to CUPS Ethernet Setting manual.) 
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20. After configuration of printer name and other information, click ‘Continue button’.  
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21. Select the printer model and click the ‘Add Printer ’ button.  
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22. Configure printer paper size, page type, cut options, etc and click ‘Set Default Options 

button’. 
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23. If below message is showed up, printer registration is completed correctly.  
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24. Try to ‘test page print’ by ‘Print Test Page’ option in Maintenance.  

 

 


